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Novata generacija na Totalni Stanici: Opcii i Pridobivki 
Leica TS02/06/09 za po~etnici ili profesionalci  Celosna fleksibilnost pri izborot na opciite 
koi baraat fleksibilnost i performansi.  Prenosliva memorija na USB stik 
  Bluetooth® bez`i~na tehnologija 
Bazirna na najnovata high-end tehnlogija so Leica kvalietet  ±1 mm to~nost pri merewe na Prizma 
FlexLine familijata na Totalni Stanici obezbeduva celosna  >1000 m opseg na merewe bez Prizma 
fleksibilnost i maksimalni performansi.  Nov 30 m mod na merewe so "laser pointer" 
Za prv pat hardveskite i softverskite opcii mo`at ednostavno  "^etvoren" kompenzator na oskite 
da se izberat za da Va{ata FlexLine Totalna Stanica      Integriran FlexField i FlexOffice softver           
se prilagodi to~no sprema Va{ite potrebi.   Lithium-Ion baterii za pove}e od 20h rabota 
 
Izborot e Va{, a performansite se garantirani. So FlexLine Totalnite Stanici mo`ete da bidete 

sigurni deka ste celosno fleksibilni Denes i 
vo Idnina 

 
  

 



 

Ilustraciite, opisite i tehni~kite specifikacii ne se obvrzuva~ki i mo`at da bidat smeneti bez prethodna najava. 
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Bluetooth® bez`i~na tehnologija 
Povrzete ja  FlexLine Totalnata Stanica 
preku integriranata Bluetooth® bez`i~na 
tehnologija so "data collector" ili PC.          
Bez kabli, bez licenci, bez gri`i! 

Prenosliva memorija na USB stik 
Za maksimalna fleksibilnost pri 
~uvaweto na podatocite, FlexLine 
poddr`uva ~uvawe na podatocite na USB. 
Ednostavno snimete gi merenite 
podatoci na USB stik direktno na teren. 
MiniUSB port  

za brz prenos na podatoci. 

Elektronski dol`inomer -      
Electronic Distance Measurement (EDM) 
Bilo da merite na prizma ili direktno 
na objektite izborot e Va{. Nekolkute 
vida na EDM oppcii Vi go davaat tokmu 
toa {to Vi treba. 
 
 Prizma:        3500 m, 1 mm to~nost 

 
 Bez Prizma: 30 m FlexPoint 

                      >400 m PinPoint -  Power 
                      >1000 m PinPoint – Ultra 
                      2mm to~nost 

FlexField & FlexOffice Software 
Profesionalcite vo Geodezijata i 
Grade`ni{tvoto sekojdnevno se 
sre}avaat so najrazli~ni zada~i. FlexField 
vgradeniot softver i  FlexOffice Software 
nudat najrazli~ni opcii za re{avawe na 
site problemi. Iskoristete ja 
ednostavnosta i funkcionalnosta 
vgradena vo edno re{enie. 

 

Leica FlexLine 

Technical data  TS02 TS06 TS09 
Angle measurements (Hz, V) 
Accuracy(Stand. dev. ISO-17123-3)                             3” (1 mgon), 5” (1.5 mgon), 7” (2 mgon)  2” (0.6 mgon), 3” (1 mgon), 5” (1.5 mgon)  1” (0.3 mgon), 2” (0.5 mgon), 3” (1 mgon) 
Compensation                                                                     Quadruple axis compensation (Setting On, Off) 
Distance Measurement with Reflector  
Range Round prism GPR¹ 3’500 m 
Range Reflective tape (60 mm x 60 mm) 250 m 
Accuracy / Measurement time (Stand. dev. ISO-17123-4)              Standard: 1.5 mm+2 ppm / typ. 2.4 s,  Standard: 1.5 mm+2 ppm / typ. 2.4 s, Standard: 1 mm+1.5 ppm / typ. 2.4 s, 
 Fast: 3 mm+2 ppm / typ. 0.8 s,   Fast: 3 mm+2 ppm / typ. 0.8 s, Fast: 3 mm+1.5 ppm / typ. 0.8 s, 
 Tracking: 3 mm+2 ppm / typ. <0.15 s   Tracking: 3 mm+2 ppm / typ. <0.15 s Tracking: 3 mm+1.5 ppm / typ. <1.15 s 
Distance Measurement without Reflector 
Range (90% reflective) 
FlexPoint (optional)                                                                                       30 m (optional)   30 m (included)   30 m (included) 
PinPoint – Power (optional)                                                    >400 m 
PinPoint – Ultra (optional) >1000 m 
Accuracy / Measurement (Stand. dev. ISO-17123-4) 2 mm+2 ppm² / typ. 3 s 
Laser dot  At  30 m: approx. 7 mm x 10 mm, At 50 m: approx. 8 mm x 20 mm 
Data storage / Communication 
Internal memory ~24’000 fixpoints, ~13’500 measurements  ~100’000 fixpoints, ~60’000 measurements  ~100’000 fixpoints,  ~60’000 measurements 
USB memory stick 1 Gigabyte , Transfer time 1'000 points/second (optional) 1 Gigabyte , Transfer time 1'000 points/second (included) 
Interfaces                                                                              Serial (Baudrate 1’200 to 115’200)  Serial (Baudrate 1’200 to 115’200) 
                                                                                             USB Type A and miniB (optional), Bluetooth® Wireless (optional)  USB Type A and miniB, Bluetooth® Wireless 
Data formats                                                                  GSI / DXF / LandXML / user definable ASCII formats 
Emitting Guide Light  for Stake Out  
Working Range (average atmospheric conditions)   5 m – 150 m (optional) 5 m – 150 m (optional) 5 m – 150 m  (included) 
General 
Keyboard  Alpha-numerical keyboard (optional)  Alpha-numerical keyboard Alpha-numerical keyboard 
  Second keyboard (optional) Second keyboard (optional) Second keyboard (included) 
Operating System Windows CE 5.0 Core 

Laser plummet yes 

Battery Lithium-Ion, approx. 20 hours¹ operating time 
Environmental specifications 
Temperature range (operation) -20° C to +50° C (-4° F to +122° F), Arctic Version (optional) -35° C to 50° C (-31° F to +122° F) 
Dust & splash proof (IEC 60529) IP55 
FlexField Onboard Software 
Application programs (included) Topography (Orientation & Surveying), Stake Out, Resection, Height Transfer, Construction, 
 Area (Plan & Surface), Volume calculation, Tie Distance (MLM), Remote Height, Hidden Point, 
 Offset, Reference Line 

¹ Pedine~no merewe na sekoi 30 sekundi pri 25° C so GEB221. Vremeto na merewe mo`e da e pokratko doklku baterijata e stara. 

Application programs (optional) Reference Arc, Reference Plane,  Reference Arc, Reference Plane, Reference Arc, Reference Plane 
 COGO, Road 2D (optional) COGO, Road 2D (included) COGO, Road 2D, Roadworks 3D, 
  Roadworks 3D, Traverse Pro (optional) Traverse Pro (included)  

² na rastojanie >500 m 4 mm+2 ppm 


